
P-Series

P-600™ Pump

Mud Pumps

Photo may show optional equipment

Typical arrangement (from left) of drill, stand-alone mud pump and cleaning system

Rental Units Available

American Directional Drill® offers stand-alone mud pumps for use with mud motors, larger

reamers, or whenever you need more mud volume downhole—200 to 1150 gallons (760

to 4350 L) per minute. All pumps have piston and liner design with a liner wash system to

flush and cool the piston liners. Remote control consoles are fabricated from stainless

steel and feature a digital mud flow meter which reads in gallons or liters per minute; other

controls include pump engine throttle, emergency stop and pump start/stop. The remote

control has a 100 ft (30.8m) extension cable for total control of the mud pump at the

driller's location.



Copyright © 2001, American Augers, Inc. Form no. SS-128-06 (HP2.5M) 08-01

P-Series Mud Pumps

American Directional Drill P-200™ Mud Pump

Mud Motor Size (inch) 3-3/8 3-1/2 4-3/4 6-3/4

Flow Rate (GPM) 30-120 75-160 100-250 300-600

Mud motors offer the proven way to get acceptable penetration rates when drilling in hard
formations and rock. The mud pump has to supply the mud motor but also has to flush the
cuttings to the surface for disposal. The table below shows typical flow rates for popular size
mud motors. Be sure to allow enough extra mud flow to flood the bore. American Directional
Drill mud pumping systems can be used with any brand of directional drill.

Due to our continuing product improvement, specifications are subject to change without notice.
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Engine

Deere 6068T

Cat 3306

Estimated Output Model

Bore x Stroke

Inch (mm) HP (kW)

185 (137.9)

225 (167.8)

P-200™

P-300™

5 x 5 (127 x 127)

4 x 4.25 (102 x 108)

3.5 x 5 (89 x 127)

4.5 x 4.5 (114 x 114)

4 x 5 (102 x 127)

P-500™

P-600™

325 (242.4)

450 (329.2)

208 GPM @ 1200 PSI

208 GPM @ 1200 PSI

787L/min @ 83.4 bar

787L/min @ 83.4 bar

300 GPM @ 1500 PSI

500 GPM @ 1500 PSI

600 GPM @ 1500 PSI

1200 GPM @1500 PSI

1135 L/min @ 105.5 bar

1892.5 L/min @ 105.5 bar

2200 L/min @ 105.5 bar

4350 L/min @ 105.5 bar

600 (447.6)

P-1200™

5 x 5 (127 x 127)

-or-

Cat C-9

Cat C-15

Cat C-16

-or-

-or-

9 x 14 (229 x356) 1200 (895.2 kW)
Consult

Factory

American Directional Drill P-300™ Mud Pump


